
SPECIAL FEATURES

�r�� High Quality Picture

�r�� PeriOptic Wide Dynamic Lenses

�r�� Vandal Proof Cast Housing

�r�� Application Specific

SchoolBus
Cameras

AngelTrax School Bus Video Surveillance Systems are 
“Cutting Edge Technology” exclusively designed for the 
School Bus Industry. At AngelTrax, we listened to you, and 
responded with the industry’s absolute best and most 
reliable Mobile Video Surveillance Systems available. 
Our PeriOptic Lens Cameras have been designed with 
a specific purpose in mind for complete coverage both 
inside and outside the vehicle, guaranteed.



Sensor CX3 - 1/3” CCD Image High Resolution Chip

Effective Picture Elements NTSC 768*492 / PAL 752*582 (H*V)

Synchronization Internal

AGC ON

Resolution 520TV Lines High Resolution

Video Out 1.0Vp-p, 75Ohm

White Balance Auto

Gamma 0.45

S/N Ratio > 48dB (AGC off)

Current Consumption 110mA @ DC12V (less than 200mA @ IR ON)

Power supply (imput Voltage) DC12V (10V ~ 16V)

Operating Temperature -10C ~ +55C

Storage Temperature -20C ~ +70C

Electronic Iris 1/60s~1/100,000s(NTSC), 1/50s~1/110,000s(PAL)

Light Sensitivity 0.5 Lux f1.2 / 0 Lux with IR

SchoolBus Specifications

Certifications 
CE, Class B
UL Listed
eUL Listed to Canadian Standards
FCC, Class B

Specifications, features, and applications of use are subject to change without notice.

Lens MS4000 4.0mm Wide Dynamic PeriOptic Lens

Dimensions 72 x 80 x 68 (mm) (approx.)

Weight 0.65lbs (approx.)

MS4000

Lens RC2500 2.5mm Wide Dynamic PeriOptic Lens

Dimensions 72 x 85 x 65 (mm) (approx.)

Weight 0.7lbs (approx.)

RC2500

Lens (2) 25mm Wide Dynamic PeriOptic Lenses

Dimensions 72 x 69 x 140 (mm) (approx.)

Weight 0.75lbs (approx.)

DLP25HR

Lens BC2500HR 2.5mm Wide Dynamic PeriOptic Lens

Dimensions 72 x 85 x 65 (mm) (approx.)

Weight 0.7lbs (approx.)

BC2500

Lens LP25HR 25mm Wide Dynamic PeriOptic Lens

Dimensions 72 x 85 x 64 (mm) (approx.)

Weight 0.5lbs (approx.)

LP25HR

Lens WC2100 2.1mm Wide Dynamic PeriOptic Lens

Dimensions 72 x 85 x 65 (mm) (approx.)

Weight 0.7lbs (approx.)

WC2100

Lens TR4000HR 4.0mm Wide Dynamic PeriOptic Lens

Dimensions 72 x 86 x 170 (mm) (approx.)

Weight 1.4lbs (approx.)

TR4000HR/FCBR100 (Forward Facing Mounting Bracket)

Lens 4mm & 12mm Wide Dynamic PeriOptic Lenses

Dimensions 63 x 85 x 118 (mm) (approx.)

Weight 0.75lbs (approx.)

DFC4012


